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SD-5211-(P) series

Features

Storage

Type
* Thermal heatsink is required for M.2 storage. Please 

contact sales window for more information.

Graphics

CPU Built-in 
Graphics

Environmental
Operating Temp. -40ºC ~ 70ºC  w/0.6 m/S airflow

Storage Temp. -40ºC ~ 80ºC
Relative Humidity 10% RH – 90% RH (non-condensing)
Vibration
(with SSD)

IEC60068-2-64, andom, 2.5G@5~500Hz, 1hr/axis
MIL-STD-810G, Method 514.6, Procedure I, Cat.4, Operating

Shock Operating: MIL-STD-810G, Method 516.6, Procedure I, 
Trucks and semi-trailers=15G (11ms) with SSD

Certifications CE, FCC Class A, E13

Power Requirement
Power Input 9 VDC Power Input
Power Protection Automatics Recovery Short Circuit Protection
Power Mgmt. Vehicle Power Ignition for Variety Vehicle
Power Off Control

Battery Backup 
(Option )

Power off Delay Time Setting by BIOS and Software
Internal Battery Kit for 10 Mins Operating 
(P/N: BAT-5200 kit, Operating Temp. -20 ~ 60ºC)
*UPS backup time varies depending on actual overall system power consumption.

System

CPU

E 2

Chipset Q470E 

LAN Chipset Ethernet Controllers Onboard Support PXE and WOL
Watchdog 1 ~ 255 Level Reset
TPM 2.0
I/O
Serial Port
USB Port

LAN

Video Port  x DP
DIO Port
Audio 1 x Line-out and 1 x Mic-in

Expansion Bus
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Mechanical
Construction
Mounting Wall-mount
Weight 0g (Barebone)
Dimensions 2 0(L) x 2 (W) x 5(H)mm



Ordering Information

Optional Accessories

Unit : mm

Number

Description

SD

State of Origin Made in China

DRAM

SSD
M.2 2280 B-M key NVMe TLC -40~85°C 64GB~1TB w/ Heatsink
M.2 2280 B-M key SATA TLC -40~85°C 64GB~1TB w/ Heatsink
2.5 inch SATA TLC -40~85°C 64GB~2TB

Wi i
Modem
GPS MiniPCIe GPS odule
CANBUS MiniPCIe CANBUS odule
Battery ackup it
Power adapter
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DC-IN 9V ~ 60V


